AMENDMENT NO. 2 OCTOBER 2015 


TO 


IS 16102 (PART 1) : 2012 SELF-BALLASTED LED LAMPS FOR 
GENERAL LIGHTING SERVICES 


PART 1 SAFETY REQUIREMENTS 


(Page 1, clause 1, lines 7, 8, 9 and 10) — Substitute the following for the existing: 


‘a) arated wattage of 1W to 25W; 


b) arated voltage of greater than 50 V up to 250 V and 50 Hz; and 


c) Edison screw caps E14 , E27 and Bayonet caps B22d and _B15d.’ 


[Page 2, clause 5.1 (g)] — Delete. 


[Page 2, clause 5.2 (e)] — Substitute the following for the existing: 


‘e) Risk group marking for photobiological safety as per table given below: 


Hazard Exempt Risk Risk Group 1 Risk Group 2 Risk Group 3 
Group 
Ultraviolet hazard | Not required | NOTICE CAUTION WARNING 


200 nm to 400 nm 


UV emitted from 
this product 


UV emitted from 
this product 


UV emitted from 
this product 


Retinal blue light 
hazard 300 nm to 
400 nm 


Not required 


Not required 


CAUTION 
Possibly hazardous 
optical radiation 
emitted from this 
product 


WARNING 
Possibly hazardous 
optical radiation 
emitted from this 
product 


Retinal blue light or 
thermal hazard 400 
nm to 780 nm 


Not required 


Not required 


CAUTION 
Possibly hazardous 
optical radiation 
emitted from this 
product 


WARNING 
Possibly hazardous 
optical radiation 
emitted from this 
product 


Cornea/lens infrared 
hazard 780 nm to 
3 000 nm 


Not required 


NOTICE 
IR emitted from 
this product 


CAUTION 
IR emitted from this 
product 


WARNING 
IR emitted from this 
product 


Retinal thermal 
hazard weak visual 
stimulus 780 nm to 
1 480 nm 


Not required 


WARNING 
IR emitted from 
this product 


WARNING 
IR emitted from this 
product 


WARNING 
IR emitted from this 
product 


NOTE — Manufacture needs to submit necessary evidence of risk group classification.’ 


[(Page 3, Table 1, SI No. iii), iv), vi), vii), ix), x) and xi)] — Delete. 


[(Page 4, Table 2, SI No. iii) , iv), vi) , vii) , ix) , x) and xi)] — Delete. 


[Page 4, clause 8.2, Para 2, Lines 2 and 3 (see also Amendment No. 1)] — 


Substitute the following for the existing: 


‘Accessible parts of the insulating material of the lamp are covered with metal foil.’ 


Amendment No. 2 to IS 16102 (Part 1) : 2012 


(Page 4, clause 8.2 , Note) — Substitute the following for the existing: 


‘NOTE — The electric strength of Bayonet caps between shell and contacts is under consideration.’ 
[(Page 6, Table 3, SI No. iii), iv), vi) and viii)] — Delete. 
(Page 9, clause 14) — Substitute the following for the existing: 


‘The requirements of IS 15885 (Part 1) apply except that for conductive accessible parts IS 10322 
(Part 1) is applicable.’ 


(ETD 23) 
Reprography Unit, BIS, New Delhi, India 


